COMMUNITY DEVELOPMENT
PERMIT CENTER

CITY OF BELMONT

FIRE PROTECTION
PRIVATE GARAGE (B9)

2016 CA RESIDENTIAL

TABLE

CODE R302.5 & 302.6

R302.6

DWELLING-GARAGE AND/OR CARPORT SEPARATION

[ SEPARATION

MATERIAL

From the residence and attics

Not less than '/,-inch gypsum board or equivalent applied to the
garage side

From habitable rooms above the garage or carport

Structure(s) supporting floor/ceiling assemblies used for separation

Not less than *-inch Type X gypsum board or equivalent

Not less than '/,-inch gypsum board or equivalent

required by this section

Garages located less than 3 feet from a dwelling unit on the same lot

Not less than '/,-inch gypsum board or equivalent applied to the inte-
rior side of exterior walls that are within this area

For SI: 1 inch = 25.4 mm, | foot = 304.8 mm.
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5/8” (15.9 mm) TYPE-X ON CEILING OF
GARAGES BENEATH HABITABLE ROOMS.
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% (12.7 mm) TYPE X GYPSUM
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NO OPENINGS
ALLOWED BETWEEN
GARAGE AND
BEDROOM

GARAGE

DOOR BETWEEN GARAGE
AND DWELLING—13/g” (35 mm)
SOLID WOOD CORE

AND SELF-CLOSING OR
20-MINUTE FIRE-RATED

ASSEMBLY (Sec. 302.4)

DOOR BETWEEN GARAGE AND
DWELLING—I 3/8” (35mm)
SOLID WOOD CORE, SOLID OR
HONEYCOMB STEEL, SELF-
CLOSING AND SELF-
LATCHING, OR 20-MINUTE
FIRE-RATED ASSEMBLY
(R302.5.1)

EXTERIOR
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